
Tornado(TM) UTV Specifications

Imperial 11.00 cu ft
Vehicle Compatibility UTVs

Material Compatibility Bagged Ice Melters*, Bagged Rock Salt, Bulk Salt, Calcium

Flakes*, Calcium Chloride Pellets*, 50/50 Salt/Sand Mix** &

Sand**

Capacity 11.00 cu ft

Spreading Width Up to 30'

Approx. Weight

(Empty)

280 lb

Overall Dimensions 

(LxWxH)

64" x 48.5" x 41.5"

Hopper Dimensions

(LxWxH)

52.5" x 43.5" x 26.5"

Body Side Length 64"

Min. Bed Length Required 32"

Motor Dual Electric, 12V DC, Sealed

Spinner Size 12"

Hopper Construction Polyethylene

Metric 11.00 cu ft
Models 11.00 cu ft

Vehicle Compatibility UTVs

Material Compatibility Bagged Ice Melters*, Bagged Rock Salt, Bulk Salt, Calcium

Flakes*, Calcium Chloride Pellets*, 50/50 Salt/Sand Mix** &

Sand**

Capacity 0.3 cu m

Spreading Width Up to 9.1 m

Approx. Weight

(Empty)

127 kg

Overall Dimensions 

(LxWxH)

162.6 cm x 123.2 cm x 105.4 cm

Hopper Dimensions

(LxWxH)

133.4 cm x 110.5 cm x 67.3 cm

Body Side Length 1.6 m

Min. Bed Length Required 81.3 cm

Motor Dual Electric, 12V DC, Sealed

Spinner Size 30.5 cm

Hopper Construction Polyethylene

*May require use of material control tube accessory. **May require use of optimum flow kit accessory
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